Manufacturer: SHENZHEN WISMEC ELECTRONICS CO., LTD.
Address: 6F, B-28, Heyi Beifang Tech Industrial Park, Shajing
Town, Baoan District, Shenzhen, China.

Contact: info@wismec.com
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Manufactured by WISMEC

REULEAUX TINKER Overview:
510 spring connector

Fire button

0.96inch color display

Regulatory button

Micro USB port

How to use:
1. Power on/off: Push forward the battery cover and put three high-rate 18650 cells into the
battery body. Press the fire button 5 times in quick succession to turn the device on and off.
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Note:
(1). Please adjust the wattage to a proper range to match the atomizer you used before using.
(2). Please be careful not to use battery with torn shell for safety.

2. Key lock function: While the device is on, simultaneously press the two regulatory buttons.
This will switch between Key Lock and Key Unlock function.

3. Micro USB port function: The USB port can be used for charging and upgrading firmware.
It is better to take out the cells and charge them through external charger.

4. Switch the display mode: By pressing the left and right regulatory buttons simultaneously
in shutdown state, the screen display will rotate 180 degrees. You can then view the screen
from two kinds of angle through this operation.

General Settings:

1. When the device is on, press the fire
button 3 times in quick succession

to enter the main menu.

Main menu

/&

MODE  SET

Main interface

/r,r‘C_:

INFO  EXIT
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2. Press the left or right regulatory button once repeatedly to shift among (1) MODE, (2) SET
and (3) INFO. Press the fire button to confirm. Under their sub-menus, you can choose
vaping mode, set parameters, turn on/off certain functions and so on in the same way (press
the left or right regulatory button to adjust and press the fire button to confirm).

3. After settings are complete, just move the EXIT to go back to the main interface.

o) MODE

()
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CLOCK

TIMEOUT

(3)  INFO BATTERY

Supplementary Instructions:

Parameter Settings: Under VW mode, the wattage can be adjusted by pressing the
regulatory buttons, right to increase and left to decrease; Under TC/TCR mode, the
temperature can be adjusted by pressing the regulatory buttons, right to increase and left to

decrease.
English 4

Note:

1. The TC-SS mode is suitable to S$316 coil.

2. When using normal coil or the resistance of coil you used is higher than 1.50hm in TC
modes, the device will automatically switch to POWER mode.

3. When Kanthal coil is applied under TC/TCR mode, the device will also automatically switch
to POWER mode.

Sub-parameters: Under SUBPARA menu, PUFF (total vaping puffs), TIME (total vaping
seconds) and AMP (current amp) are included. You can choose one of them to be displayed
on the main interface.

Clock Setting: Under SET-CLOCK menu, you can set the time and date by pressing the right
regulatory button to move and left right regulatory button to adjust. (Note: When the device is
on, you can select the RTC mode under MODE-RTC menu. And you can check the time on
the main interface.)

Preheat Function: Preheat function allows the device to quickly heat up the coil at a higher
wattage with certain time limit. This function only works under VW mode.

Timeout Duration: Once the duration is set (like 5 seconds), when you hold the fire button
and vape over the pre-set time, it'll display “OVER 5S PROTECT” and shut down
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automatically. Press the fire button 5 times to restart.

About TCR Mode: In TCR (Temperature Coefficient of Resistance) mode, users can set the
parameters according to the TCR of coil.

Following is the TCR value range for your reference:

\EICHE TCR value range

Nickel 600-700

NiFe 300-400

Titanium 300-400

SS (303, 304, 316, 317) 80-200

Note: 1. The TCR value in the sheet is 10° multiplied of the actual TCR.
2. The TCR value range is 1-1000.

Warranty
Please consult with your WISMEC distributors for warranty policy. We are not responsible
for any damage caused by user error.
This warranty is only valid for authentic WISMEC products within warranty period from date
of purchase by the end user.
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Warning

1. Keep out of reach of children.

2. This product is not recommended for use by young people, non-smokers, pregnant or
breast-feeding women, persons who are allergic/sensitive to nicotine.

Contra-indication

1. Only have your product repaired by Wismec. Do not attempt to repair the unit by yourself
as damage or personal injury may occur.

2. Do not leave the product in high temperature or damp conditions, as this may damage the
product. The appropriate operation temperature is within 0°C to 45°C while charging and
-10°C to 60°C while in use.

3. Keep away from water.

Possible adverse effects

1. Use of this product may cause damage to health.

2. For people with adverse reaction after using this product, it is recommended to use the
juice with lower nicotine content or no nicotine.
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Gebrauchsanleitung:

1. Ein- / Ausschalten: Schieben Sie die Batterieabdeckung nach vorne und legen Sie drei
18650 Akkus in das Akkufach ein. Driicken Sie flinfmal hintereinander die Feuertaste, um
das Gerét ein- bzw. um es auszuschalten.

Hinweis:

(1). Bitte stellen Sie die Wattzahl auf einen fir den Verdampfer geeigneten Bereich ein.
(2). Bitte achten Sie darauf, dass Sie keine Akkus mit beschéadigter Ummantelung
verwenden.

2. Tastatursperre Einstelltasten: Halten Sie die beiden Einstelltasten gleichzeitig
gedriickt wahrend das Gerat eingeschaltet ist. Die beiden Einstelltasten sind gesperrt.

3. Micro-USB-Port-Funktion: Uber den USB-Anschluss kénnen Sie das Gerét aufladen
und die Firmware aktualisieren. Wir empfehlen ein externes Ladegerat um die Akkus
aufzuladen.

4. Wechsel der Display-Anzeige: Halten Sie die beiden Einstell-Tasten (Gerét ist
ausgeschaltet) gedriickt. Das Display dreht sich um 180 Grad. So kénnen Sie das Display
drehen.

Zusitzliche Einstellungen:
Parametereinstellungen: Im VW-Modus kann die Wattzahl durch Driicken der
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Einstelltasten eingestellt werden, zum Erhéhen nach rechts und zum Verringern nach links;
Im TC / TCR-Modus kann die Temperatur durch Driicken der Einstelltasten eingestellt
werden, nach rechts, um zu erhéhen und nach links, um die Temperatur zu senken.

Hinweis:

1. Der TC-SS-Modus ist fir SS316-Spulen geeignet.

2. Wenn Sie eine normale Spule verwenden oder der verwendete Widerstand der Spule in
den TC-Modi hoher als 1,5 Ohm ist, wechselt das Gerat automatisch in den POWER-Modus.
3. Wenn eine Kanthal-Spule im TC/TCR-Modus verwendet wird, wechselt das Gerat
automatisch in den POWER-Modus.

Sub-Parameter: Im SUBPARA-Menii sind PUFF (Anzahl der vorgenommenen Zlige), TIME
(Vaping Zeit in Sekunden) und AMP (Stromstarke in Ampere) enthalten. Sie kénnen einen
davon auswahlen, der auf dem Hauptmenii angezeigt werden soll.

Einstellung der Uhr: Im Menl SET-CLOCK konnen Sie die Uhrzeit und das Datum
einstellen, mit den beiden Einstelltasten kdnnen Sie die Uhr einstellen. (Hinweis: Wenn das
Gerat eingeschaltet ist, kdnnen Sie den RTC-Modus im Menli MODE-RTC auswahlen. Und
Sie kénnen die Zeit im Hauptmen( ablesen.)

Vorheizfunktion: Die Vorheizfunktion ermdglicht es dem Gerét, die Wicklung bei einer
hoheren Leistung mit einer vordefinierten Vorheizzeit vorzuheizen. Diese Funktion funktioniert
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nur im VW-Modus.

Timeout-Dauer: Sobald die Dauer eingestellt ist (z. B. 5 Sekunden), und den Feuerknopf
langer als diese eingestellte Dauer gedriickt halten, wird "OVER 5S PROTECT" angezeigt
und automatisch gestoppt. Driicken Sie die Feuertaste 5 Mal, um neu zu starten.

Uber TCR-Modus: Im TCR-Modus (Temperature Coefficient of Resistance) kénnen Benutzer
die Parameter entsprechend dem TCR der Spule einstellen.

Folgende TCR Wertebereiche gelten als Referenz

Material TCR Werte Bereich

Nickel 600-700
NiFe 300-400
Titan 300-400
SS (303, 304, 316, 317) 80-200

Hinweis: 1. Der TCR Wert in der Tabelle wird mit 10° multipliziert im aktuellen TCR.
2. Der TCR Wertebereich liegt zwischen 1-1000.

Garantie Bestimmungen
Wenden Sie sich bitte bei Fragen an lhren WISMEC Distributor. Wir sind nicht fiir Schaden
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die durch unsachgemafe Nutzung verursacht wurden verantwortlich.
Unsere Garantie ist nur giiltig fiir original Wismec Produkte und erstreckt sich nicht auf
Produkte von Drittanbietern.

Warnung

1. Das Gerat vor Kindern fernhalten.

2. Das Gerat wird nicht empfohlen fiir Jugendliche, Nichtraucher, Schwangere und stillende
Miitter sowie Personen mit allergischen oder empfindlichen Reaktionen auf Nikotin.

Bitte Beachten

1. Lassen Sie das Gerat nur von Wismec reparieren. Versuchen Sie nicht, das Produkt selbst
zu reparieren, da Schaden oder Verletzungen auftreten konnen.

2. Setzen Sie das Gerét nicht hohen Temperaturen oder feuchten Bedingungen aus, da es
sonst zu Beeintrachtigungen kommen kann. Das Gerat sollte bei einer Temperatur von -10°C
bis 60°C betrieben und zwischen 0°C bis 45°C aufgeladen werden.

3. Setzen Sie das Gerét nicht Wasser aus.

Maogliche Nebenwirkungen

1. Dieses Produkt kann sich schadlich auf lhre Gesundheit auswirken.

2. Menschen die Nebenwirkungen nach dem Gebrauch spiiren wird empfohlen, ein e-Liquid
mit einem geringeren Nikotingehalt oder ohne Nikotin zu verwenden.
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